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EXPLANATION

MONITORING WELL WITH GROUNDWATER
ELEVATION (FEET ABOVE MSL)

MONITORING WELL TO BE USED FOR
WATER LEVELS ONLY

GROUNDWATER ELEVATION CONTOUR LINE

(WESTCIN

FIGURE 5

GROUNDWATER CONTOUR MAP
JANUARY 2005
TECHALLOY COMPANY, INC.
PERRIS, CALIFORNIA




TABLE 1

Monitoring Well Network
Techalloy Facility
Perris, CA

Well Number Sampled Water Level Only

MW-1R*

MW-2R*

MW-3R*

MW-4

MW-5R*

MW-6R

MW-7

MW-8B*

MW-9

MW-10R

MW-13R

MW-14AR

MW-14B

MW-15

MW-16R

MW-18R

MW-19R

MW-20R

MW-21A

MW-21B

MW-22

MW-23

MW-24

MW-25A
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MW-25B

Point of compliance well




TABLE 2

Semiannual and 3-Year Monitoring Parameters

Techalloy Facility
Perris, CA

Semiannual Monitoring Parameters

Field Parameter Metals Analyses Other Analyses
pH Beryllium Chloride
Specific conductivity Cadmium Fluoride
Temperature Chromium Nitrate (as nitrogen)
Turbidity Chromium (hexavalent) Sulfate

Cobalt Total dissolved solids
Copper
Lead
Manganese
Nickel
Zinc

Additional 3-Year Monitoring Parameters

Field Parameter

Metals Analyses

Other Analyses

Antimony

Ammonia

Arsenic

Cyanide

Barium

Phosphate

Boron

Mercury

Molybdenum

Selenium

Silver

Thallium

Tin

Titanium

Vanadium




TABLE 3

Concentration Limits

Techalloy Facility
Perris, CA
Compound Maximum Upgradient MCL (mg/L)
Concentration (mg/L) !
Ammonia - NE
Antimony 0.011 0.006
Arsenic 0.025 0.05
Barium 0.105 1.0
Beryllium --- 0.004
Boron 0.171 NE
Cadmium - 0.005
Chloride 260 250-500*
Chromium 0.012 0.05
Chromium (hexavalent) _— NE
Cobalt 0.002 NE
Copper 0.009 1.0*
Cyanide o 0.15
Fluoride 0.52 2.0
Lead 0.009 0.05
Manganese 0.78 0.05*
Mercury 0.0002 0.002
Molybdenum 0.052 NE
Nickel 0.01 0.1
Nitrate (as nitrogen) 42 10
Phosphate 0.92 NE
Selenium 0.024 0.05
Silver 0.007 0.1*
Sulfate 140 250-500%*
Thallium — 0.002
Tin 0.076 NE
Titanium - NE
Total dissolved solids 970 500-1000*
Vanadium 0.066 NE
Zinc 0.28 5.0%*

1
1996

- Compound not detected in upgradient wells

NE  Not established
* Secondary MCL

Maximum concentration detected in upgradient wells MW-21A and 21B since Jan






