Department of Toxic Substances Control
Project Status Update
for
Wyle Laboratories Norco Facility Site
January 12, 2007

DTSC completed its quality assurance/quality control (QA/QC) evaluation of first round of
indoor air sampling results. The QA/QC evaluation was conducted to investigate the
differences in sampling results obtained by DTSC'’s laboratory and the laboratory used by
the contractor. Based on DTSC evaluation, the first round of sampling results have been
invalidated since canisters used were not properly cleaned. DTSC has required Wyle to
conduct additional round of indoor air sampling in spring 2007. Additionally, DTSC has
required that proper QA/QC procedures should be followed to prevent future use of
contaminated canisters. The access agreement letters are being sent to the residents for
the second round of sampling.

DTSC is currently reviewing Third Quarter Monitoring report that includes results from
groundwater monitoring wells, soil gas probes, and extraction wells.

DTSC is also reviewing contractor’s proposal to reduce groundwater monitoring in several
wells from quarterly to either semi-annual or annual sampling.

Activities completed last week: (See attached maps)

Onsite:

Initiated first quarter quarterly groundwater sampling.

Completed installation of all onsite wells.

Continued development of newly installed monitoring wells.
Conducted O&M activities on Compounds Three and Four.
Conducted operation and maintenance activities on Compound Five.
Continued installation of injection wells for the Demonstration Plan.

Offsite:

Continue development of newly installed offsite wells.

Activities planned for this week (See attached map for all the designated locations)

Onsite:

Continue first quarter groundwater sampling.

Continue installation of injection points for Demonstration Plan.

Continue operations and maintenance activities at Compound Three and Four.
Continue operations and maintenance activities at Compound Five.



Offsite:

e Conduct offsite vapor probe sampling.

e Complete development of newly installed monitoring wells.

PUBLIC PARTICIPATION

e DTSC contacted residents to request that access agreements for second round of indoor

air sampling be signed.
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LEGEND

Notes: 1.
2,

3.

4,

8.
Source:

TCE
RBTC

Corehole Location Below Detection Limit
(April - May 2006)

Grab Ground Water Sample Below Detection Limit
(January 2005 to present)

Monitoring Wells Below Detection Limit
(Aprll - June 2006)

Vapor MunHor\ng Wells Below Detection Limit
(Aprll - May 2006)

Corehole Location Above Detection Limit
(April - May 20086)

Grab Ground Water Sample Above Detection Limit
(January 2005 to present)

Monitoring Wells Above Detection Limit
(Aprll - June 2006)

Vapor Monitoring Wells Above Detection Limit
(Aprll - May 2006)

Corehole Locatlon Above RBTC Limlt (38.9 ugl/L)
(April - May 2006)

Grab Ground Water Sample Above RBTC Limit
(38.9 pg/L) (January 2005 fo present)

Monitoring Wells Above RBTC Limit (38.9 p.g/L)
(Aprll - June 2006)

Vapor Munllor\n? Wells Above RBTC Limit
(38.9 pg/L) (Aprll - May 2006)

TCE Contour (100,000 ugil)
TCE Contour (10,000 j.g/L)
TCE Contour (5,000 pgil)
TCE Contour (1,000 ug/L)
TCE Contour (100 ugiL)
TCE Contour (10 ug/L)

TCE Contour (1 pg/L)
Ephemeral Stream

Site Boundary
Trichloroethene

Risk-Based Target Concentration

Tepographle contour [nterval Is 10 ft, Elevatlon datum |s mean sea level,

Isocancentratlon contours are dashed where Inferred,

Deeper ground waler |s screened approximately 40 feet below ground surface,
NA = Not Analyzed,

Calculated RBTC (38.9 wgil) (Resldentlal),

Base Map Modlfled from:

ALTA/ACSM Title Survey Wyle | ies Norca Facility by G &
Assoclates, Inc. 11/11/99,




Tl s e e

—ro

B . ' ' ' ] Proposed Coreholes and Moniorg Wells
ENVIRON | S| RS o o G
B == 1841 Hillside Avenue, Noreo, Califarnia

The blue color wells are proposed.



